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ABB Robotics part

PICK UP / STATION CONVEYOR

Conveyor with timing belt driven rollers and central
flat belt.

Height from ground to top of roller:
400mm (Alternative heights available,standards
are 400, 600, 800, 1000 & 1200mm)

Geared drive: IPS5, 230,/400v, 3ph/ 50Hz(SEW)

Standard linear speed of conveyor available m,/min.
12,15, 18, 23, 29, 35, 53, other speeds are
available but depends on gearbox/motor combination.

End stop: pivoting type with proximity sensor
Grit blasting: Sa2.5 in accordance with SIS 055900

Primer: one coat zinc rich epoxy powder 45-60
micro metre

Top coat : one coat epoxy polyester powder 60-80
micro metre.

Finished colour: To suit

Note: Can also be supplied in stainless steel

Pickup Conveyor




Conveyor Specification

The conveyor frame is in mild formed steel with side sections 6mm thick and
has a powder coat finish. The geared motor unit is mounted directly to the
central driven roller assembly so that no adjustment of the chain tension or
maintenance is required. The chain guards fully enclose the sprockets and
chains. Our standard manufacturer for conveyor geared motor drives is SEW

Eurodrive.

Our conveyor feet are unique because once moved into position, at the correct angle,
they can be locked securely.

The conveyor can easily be fixed ta the floor "in situ” through slots in the tab on the
foot and the feet can tilt to cope with +/- 3 degree slope on floors.

They are of premium quality and are mild steel with zinc plate finish, with the option of
stainless steel.

Their measurements are as follows:
Base diameter 125mm
Thread length 200mm
Thread diameter M20

Roller conveyor




BELT CONVEYOR

2650mm long. 300mm wide belt, designed for quick belt replacement.

Geared motor drive 0.55kW - SEW Eurodrive
Extras

Side guides
Mounting frame with 4 legs, adjustable

Bag Kicker Unit
Pneumatic operated transferring sack
@ 90° bottom first.

Grit blasting: Sa2.5 in accordance
with SIS 055900

Primer: one coat zinc rich epoxy powder
4560 micro metre

Top coat : one coat epoxy polyester
powder 60-80 micro metre.

Heat sealer

Ok International Hot Air Bag Sealer utilizes hot
air to Continuously seal a wide range of bag
materials at high speed and efficiency
manufactured in mild or stainless steel.

Conveyor and
Sealer Unit
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ROBOT BAG GRIPPER
The head consists of two sets of actuated side plates, 8 fingers spaced at 79mm per side, to match
station conveyor (optional 100mm), these are manually adjustable to suit sack width. The fingers and
side plates are rotated by pneumatic actuation. The main rotation bearings are in machined housings
and protected with external lip seals to give long bearing life.

The fingers and side plates are manufactured from stainless steel as standard.

All solenoid valves are 24vDC,

Pneumatic supply required, dia. 8mm flexible is sufficient.

Head length - 550mm, to suit B00 to 700 mm maximum bag length

Head width - to suit 350mm to 550mm bag width [Alternative sizes available]

Lifting load - 30kg

Head weight approx. 25kg

Actuation time is suitable for maximum speed of a bag every 3 seconds, depending on client’s

control system.

Optional - Top compaction plates
These top plates are required when poly type sacks,/bags are to be picked up and or high rotation
speeds are used. They stop the sacks/bags sliding out of position on the fingers.

Top gripping force is by pneumatic actuators and is adjustable.

Two top compaction plates per head are fitted.

Grit blasting: Sa2.5 in accordance with SIS 055800

Primer: one coat zinc rich epoxy powder 45-60 micro metre

Top coat : one coat epoxy polyester powder 60-80 micro metre.













